
KOHLER

1109 SPECIFICATIONS
CAPACITY Up to 72,000 pounds (32,660 kg) per hour

FEED SCREW 9” stainless steel, configured to product

PLATE
11” single plate included in customer’s 
choice, double or triple plate assemblies 
available

HEAD, RING, KNIFE Customer choice

INFEED, DISCHARGE Customer choice

POWER 100 HP, 75 HP optional

GEARBOX 1992-HB or 1398-5HB, new or rebuilt, 
enclosed

CONTROLS
Optional Allen Bradley soft start controls in 
stainless steel NEMA 4x enclosure  
with disconnect

DIMENSIONS 95” long x 53” wide x 85” high, appx.

WEIGHT 3,820 pounds (1,733 kg), appx.

MATERIALS

304 stainless steel with genuine Weiler  
replacement parts and non-proprietary 
parts manufactured in-house by Kohler 
Industries

FRAME Solid stainless steel

SAFETY Safety guards and switches standard 

SANITATION Easy washdown, clean design

INCLUDED 
ACCESSORIES

Stainless steel ring puller, retaining ring, 
wrench, plate guard with safety switch and 
owner’s manual

MODELS Upgrade to model 1109B, 1109AG or 
1109SFG

SUPPORT Remote support included, field service  
available

ORIGIN Reconditioned in the USA by Kohler 
Industries

KOHLER INDUSTRIES
REBUILT

WEILER 1109
GRINDER

WEILER 1109 GRINDER
CUSTOMIZABLE OPTIONS:
Block guide, bone/tissue collection, 
desinewing assembly, plate design,
electrical controls, gearbox, head design,  
leg extensions, knife configuration,  
ring style and hopper extension.

CONTACT US FOR A QUOTE
402-465-8845 | kohlerindustries.com


