STANDARD FEATURES:

- Stainless steel hydraulic power unit included - 5 H.P. / 5 G.P.M
- Standard dump heights up to 72” maximum
- Standard discharge angle of 45°
- Heavy-duty hydraulic cylinders
- Adjustable stainless steel vat hold downs
- 3,000lb standard lifting capacity - heavier capacities available
- Starters & controls included in a stainless steel NEMA IV enclosure
- USDA accepted

OPTIONS:

- Side Loading
- Brine Reservoir
- VEMAG cart attachment (lifts 2 x carts)
- Retractable discharge chute (designed to load AMFEC tumblers)
- Stainless Steel cylinders & fittings
- Hydraulic vat hold downs
STANDARD FEATURES:

- Stainless steel hydraulic power unit included - 10 H.P. / 9.5 G.P.M
- Standard dump heights from 72” and above
- Double wrapped stainless steel channels
- Heavy-duty hydraulic cylinders
- Adjustable stainless steel vat hold downs
- 3,000lb standard lifting capacity - heavier capacities available
- Starters & controls included in a stainless steel NEMA IV enclosure
- USDA accepted

OPTIONS:

- Brine Reservoir
- VEMAG cart attachment (lifts 2 x carts)
- Stainless Steel cylinders & fittings
- Hydraulic vat hold downs